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VM10.5
VM14.5

All terrain vehicle mounted work platforms VM range

 



standard features

optional equipment

Cross Lane, Tong, Bradford, West Yorkshire BD4 OSU.

Tel: 01274 683131.  Fax: 01274 651006.

E-mail:handusales@eu.gardnerdenver.com

Visit our web site:www.eu.gardnerdenver.com

VM10.5 VM14.5
maximum working height 10.5m 14.5m

maximum cage floor height 8.5m 12.5m

maximum horizontal outreach 4.7m 6m

Max. platform S.W.L 200kg 200kg 

Cage dimensions ( H x W x L ) 1.1 x 0.7 x 1.1m 1.1 x 0.7 x 1.1m

Minimum GVW 3050kg 3500kg

Minimum wheelbase 2769mm 3230mm

Gardner
Denver

service Gardner Denver UK are leaders in the manufacture and  installation of vehicle mounted

equipment. Our extensive facilities and versatile work force means we can offer highly competitive lead times.

All of our machines are fully supported in the field by our network of mobile service engineers.
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VM Range Specifications

Lock valves to all cylinders 

Emergency lowering and slewing 
at turntable and cage

Stabiliser/boom interlock system

Stabiliser non-stowed warning lights

PTO engaged warning light

Vehicle engine stop/restart from cage

Two safety harness anchor points.

Handbrake/PTO/ stabiliser interlock system

GRP personal basket insulated 
to 1000 volts 

Emergency handpump to 
retract stabilisers 

360º non-continuous slewing

Duplicate hydraulic controls at boom base

Warning lights to stabiliser feet

Special paint

Spotlight at cage

Amber roof beacons/bar

Hydraulic power-tool take off point

110/240 volt power to cage

12 volt power to cage

Continuous slewing

Tool lockers to customer requirements

Maintenance and repair contracts

Contact Your Powered Access Representative For Additional Information Contact Your Local Representative or

The VM10.5 and VM14.5 models are vehicle mounted work
platforms suitable for mounting on chassis with minimum gross
vehicle weight of 3050kg (VM10.5 ) and 3500kg (VM14.5 ).

These rugged platforms are particularly suitable for mounting 
on to Land Rover vehicles for off-road applications. 
Both units may also be mounted on standard 3.5 tonne 
2WD chassis cabs for less demanding conditions. 
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